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Kirmizi Rustik / Red Rustic

Lion Klinker Brick Slip / Lion klinker kaplama tugla

Product Technical Information Sheet / Uriin Teknik Bilgi Sayfasi

3000-0026

Lion Code / Lion kod

Production Plant / Uretim Yeri Erbaa (Tokat)
Manufacture / Uretim Sekli Machine /Makine
Configuration / Kullanim alani Facade /Cephe
Colour / Renk Red/Kirmizi
Work Size (LxWxH mm) / Ebat 215x65x15 mm
Pack Quantity / Paket adet 2880 Piece/Adet
Individual Dry Brick Weight (kg) / Kuru Agirlik 0,430 Kg/Piece/Adet °
Technical Properties to TS EN 1304 / Teknik Bilgi k =2 + HESy
. A up to %2 of working length /
Size Tolerance (Mean/Range) / Olgii Tolerans %2 ye kadar Calisma boyu
Durability Designation / Dayaniklilik sinifi F2 I ! i
Water Absorption (%) / Su emme orani <7 % + ELS +
PLAN
Initial Rate of Water Absorption (kg/(m?-min) Average /Ortalama 0,5 cm3¥cm
Baslangi¢c Su emme orani 2/day / glin
Active Soluble Salts /Aktif Cozulebilir tuzluluk S2
Reaction to Fire / Yangin Sinifi Class /Sinif A1
_ 0
Freeze Thaw Resistance / Donma ¢6ziinme Levelll (e IS0 e e
damage / Hasar Yok
Bending Resistance / Biikiilme Direnci 600 N
Fire Resistance Fire Class Organic Matter PERSPEKTIF
Quantity / Yangina Dayaniklilik Yangin Sinifi Class/Sinif A1
Organik Madde Miktari
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